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LIFTING CAPACITY

Lifting capacities with top pick spreader

45tat1,32m

25tat3,86m

12tat6,40m

7tat894 m

)
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DRIVING PERFORMANCES

Speed FWD / BWD no load 25 Km/h

Speed FWD / BWD full load 45 t 21 Km/h

Max gradeability no load 33 % -
full load 45 t 19 %

Towing ability o 231 a

WEIGHT WITH TOP-PICK SPREADER

Standard version (5 high with 15,5 m-boom) Front axle Rear axle Total
No load, boom down 324t 32,9t 65,3t
Full load static with 45 t at 1,32 m 90,81 19,5t 110,3t
Load travelling with 45 t at 45° boom 82t 2831t 110,3 t
No load, travelling with boom at 45° 7T 38t 53t
BOOM 5 high (9' 6") 5 high (8' ")
retracted 8,41 m . ; 75,0-1 m
extended 15,57371717'” 14,25 m

Telescoping extension noload B © 28/30 sec. 26/27 sec.
(out /in) ~ fullload 45t 32/20 sec. 25/18 sec.
Boom hoist 0° to 60° ~ noload  23/30 sec. 23/30 sec.
(up / down) full load 45t 25/21 sec. 25/21 sec.
Time to stack a container 5 high B - 60 sec. 48 sec.
ENGINE ,
Make Cummins -
Cooling system Water cooled ~
Fuel Diesel B
Type 4 stroke, inline 6 cylinder, turbocharged
Max HP at 2100 rpm ISO 3046 / DIN 6271

290 CV (216 kW)
Max torque at 1300 rpm ISO 3046 / DIN 6271

1328 Nm
Bigplacement o 10,81 )
Alternator DELCO/21si/70A-28V
Batteries 2x12V 215 Ah
Fuel consumption 151/h
TRANSMISSION
Make Clark / 15,5 HR 36432
Clutch type Torque converter
Transmission type ~ Automatic Powershift Control / APC 100
# gears FWD / REV 4/4 ' B

Gear ratio FWD and REV

 581/242/138/0,78
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FRONT AXLE

Type Drive axle - Double reduction W/Wet disc brakes
Reduction 22,66 (1,823 x12,43)
)
REAR AXLE
Description Heavy duty oscillant steer axle
TIRES _
Dimensions front 4x18.00 x 25 Tubeless
B rear 2x18.00 x 25 Tubeless
Pressure front and rear 10 bars
STEERING
Description B Hydrostatic rear steering with double acting cylinder -
BRAKING )
Type - Wet disc brakes on front axle
4montrol _Hydraulic

arking brake

Spring release disc parking brake

HYDRAULCS
Main system Power regulated Load Sensing )
Main pump Two section variable displacement - piston pump 2 x 100 cc
B Flow 420 I/mn - Maximum pressure 350 bars
Controls One hydraulic joystick. Boom hoist and telescoping
o - Spreader rotation - side shift

Auxiliary Water cooling 8 cc - 17 I/mn

Qil cooler 40 cc - 80 I/mn

Braking system 12 cc - 25 I/mn

- Axle oil cooler 12 cc - 25 I/mn

CAPACITES
Fuel o 4001 -
Hydraulic oil 7501
Foling system 701
urive axle 94 |
Transmission 56 |
Engine B 351
OPERATOR AID

Anti-tipping device

Automatic cut-off system

OPTIONS

- Boom 5 high 8' 6” stacking

- Video system over front

- Disconnectable piggy-back spreader

- Video system over rear

- Integral block stow piggy-back spreader

- Air conditioning

- PPM load moment center device for piggy-back spreaéer

- Sound insulation

- Pile Slope + 5° tilt, side to side

- Hydraulic oil heater

- Load moment indicator

- Engine oil heater

- Fixed hook 60 t

- Cold start package

#inch with 60 t hook block capacity 5 t single line pull

- Back-up power unit

wes 2100 x 25

- Container slippers

- Tires 1800 x 33

- 40 tons lifting jack

- Spare wheel with fim

- 4 power train

- Interactive LMI with printer

dzwigi24.pl
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PALONNIER INTERMODAL AVEC REPLIAGE DES JAMBES DANS LENCOMBREMENT ISO
INTEGRAL BLOCK STOW PIGGY-BACK SPREADER

2070 avec tilt
2070 with tilt

6058

==

dzwigi24.p
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Min. 1600 L Position 20" : 4900
Maxi 3520 E "Encombrement maxi au repliage 7250‘
Encombrement 4350 Max folding clearance 7250
Folding 4350 ‘ Position 40' : 11000
12190 '
P UTILISATION DU PIGGY-BACK
1 PALONNIER INTERMODAL PPM ELME 857
A EMPILABLE Poids 12,51 13,5t
Tilt +5° +5°
N PIGGY-BACK Orientation +95°/-185°| 315/60s
s HANDLING Chariotage + 800 mm 11s
. Télescopage 20' - 40' 128
Dépliage (2) 11s
’ Repliage (2) 8s
’ PIGGY-BACK
’ PPM | ELME 857
a Weight 12,51 13,5
, Tilting angle +5° +5°
Slewing +95°/-185°| 315s/60s
) Hydraulic side shift | + 800 mm 11s
- —_— Telescoping 20' - 40' - 12s
o000 | Lowering (2) - 11s
! Folding (2) - 8s
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FLECHE 4 HAUTEURS

BOOM 4 HIGH

DIN 15019
DIN 15018
SO 4305

14780

FLECHE 5 HAUTEURS

BOOM 5 HIGH STACKING

75%

DIN 15019
DIN 15018
ISO 4305
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FLECHE 4 HAUTEURS - FCH 55 “S” VERSION

BOOM 4 HIGH STACKING - FCH 55 “S” VERSION

FLECHE 5 HAUTEURS - FCH 55 “S” VERSION

BOOM 5 HIGH STACKING - FCH 55 “S” VERSION
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+ 800 (chariotage/side shift)
H—b

2530 avec tilt/with tilt

2070 avec filt/with tilt

100

5852 (20 — 11984 (40)

PALONNIER STANDARD

TOP PICK SPREADER

dzwigi24.pl

6058 (20') — 12190 (40')

3520

UIC 599-OR

1 UTILISATION DU
: 7\ PALONNIER INTERMODAL
\ ~ EMPILABLE
’ U PIGGY-BACK HANDLING
** 451
s L
. 2000 l‘

PALONNIER STANDARD

Poids 75t -
Tilt + 4° -
Orientation +95°/-185° 31s/60s
Chariotage + 800 mm 11s
Télescopage 20' - 40' 12s
Verrouillage 1s
PIGGY-BACK EMPILABLE
Poids 41
Dépliage (2) 14 s
Repliage (2) 16s
TOP PICK SPREADER
Weight 751
Tilting angle +4° -
Slewing +95°/-185° 315s/60s
Hydraulic side shift ~ + 800 mm 11s
Télescoping 20' - 40' 12s
Locking 148
PIGGY-BACK FRAME
Weight 4t
Lowering legs (2) 14s
Foldering legs (2) 16s
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MANUTENTION AU CROCHET FIXE
OU MOUFLE 60 t.

167 FLECHE 5 HAUTEURS 8’ 6”
DIN 15019 )
14 [ —
DIN 15018 /,,/ a5t BOOM 5 HIGH 8’ 6" STACKING
ISO 4305 13 P e FIXED HOOK OR 60 t HOOK BLOCK
12 //' 21 . -0 HANDLING CAPACITY

n /22t J/

561
10 / )“/_7
75% 18t 50t
9

. )/]5' /Eét

22t

S0t

Charges sous crochet en tonnes - Loads in t under hook

; MANUTENTION AU CROCHET FIXE
OU MOUFLE 60 t.
N FLECHE 5 HAUTEURS 9’ 6”
16 FCH 55 “S”
DIN 15019 15 L=11970
DIN 15018 & |
804305 yae BOOM 5 HIGH 9’ 6” STACKING
7T P FIXED HOOK OR 60 t HOOK BLOCK
" Lo e HANDLING CAPACITY
s / sl | FCH 55 “S” VERSION
- 181 / 55

75% / 4
! ) 32t

) / 151 /

7 26t ‘/

21t

m 9 8 7 6 5 4 3 2 1 0
Charges sous crochet en tonnes - Loads in t under hook

Z.l. La Saule - B.P. 106
TEREX CRAN Es 71304 Montceau-les-Mines Cedex - FRANCE

Tel. (33) 03 85 67 3800 - Fax (33) 03 85 67 39 35

- 04/97

SODOTECH 03 85 55 00 61
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